
0. Initialize the balance

If the load cell has been set by other people, and you don’t know how to go back. 
You can firstly initialize the balance The procedures are as follows: 

1. Press the ON:OFF key to turn off the display.
2. While pressing and holding the PRINT key and the SAMPLE key, press the ON:OFF key.

The balance will display P5
3. Press the SAMPLE key to display CLr
4. Press the PRINT key. (if you don’t want this operation, you can press CAL key.
5. Press the RE-ZERO key.
6. Press the PRINT key to initialize the balance
The balance will automatically return to the weighing mode.



1. How to set the date and time of load cell



2. How to communicate between load cell and the data logger

Step 1: Connection

Connect the data logger and the load cell with the cable, when it connects successfully, the buzzer will 
ring once



Step 2: Set the load cell

(1)Press ON:OFF and start the display. 
(2)Press and hold SAMPLE key until bASF nc appears.
(3) Then press SAMPLE key again for five times and dout will appear.
(4) Then press PRINT key and you will find Prt appears and the back number is flashing
(5) Then press RE-ZERO key to modify the number to 3.
(6) Then press SAMPLE key three times until dAtA appears, and the back number is flashing.
And make sure the number should be 0 by pressing RE-ZERO key to adjust the flashing number
(7) Then press SAMPLE key and Int will appear on the screen, and the back number is flashing, 
And make sure the number should be 0 by pressing RE-ZERO key to adjust the flashing number.
（8）Finally, press CAL key two times and go back to the main display interface and started the 
weighing mode.





Step 2: Set the data logger date and time

(1) Press the SET key and then hold the SET key more than 2secs. And then you can see the flashing date and time
(2) By press Clear or Display key, you can set the number of date and time.



Step 2: Set the data logger

(1) Firstly, you should press the SET more than 2secs and  you will see bp5 appears.
press SET again, you will found a number is flashing, than you should change the number 
to be 2400 by pressing the Display key several times. And Then press the SET key to confirm this number.
when you press SET to confirm, the buzzer will ring once and go back to upper menu.

(2) Then press Display for four times, and you will see rEC on the screen, and  press SET key ,you will see Int on 
Screen. And press SET again, you will see the time interval on the screen, and then choose the desirable time interval 
by pressing the Display key, for example 60sec. After you confirm this number, the buzzer will ring once.
(3) Then press Display key, you can see Add, and press SET, then you can decide whether to add the date and time by 
Press Display key，and confirm by SET key.
(4) Then press Display key, you can see ordr, and press SET, you can choose the date format by press the Display key,
and confirm by SET key.
(5) Press the Clear key to go back to the original display interpace.
Note: it should be note that, if you enter the function list by pressing and holding SET, and don’t do anything for a few
Seconds, the screen will automatically go back to the original display interpace.
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